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SCALE: 1" = 20'

LIMIT OF DISTURBANCE

CONCRETE SIDEWALK

SIDEWALK REMOVAL

SIDEWALK RAMP

ENTRANCE
CONCRETE DRIVEWAY

SURFACE
DETECTABLE WARNING

AREA
CHESAPEAKE BAY CRITICAL

ROADWAY LEGEND

PS-14

NAVD 88 Vertical
DATUM:  NAD 83/91 Horizontal

NOTE:

DISTURBED AREAS.

SAME-DAY STABILIZATION SHALL BE PROVIDED FOR ALL

NOTE TO CONTRACTOR:

5.

4.

3.

2.

1.

(SEE NOTE 5)

DRIVEWAY TIE-IN 

DRIVEWAY TIE-INS SHOULD MATCH EXISTING MATERIAL (ASPHALT/GRAVEL/BRICK)

OR AS DIRECTED BY THE ENGINEER. 
ALL TRANSITION SIDEWALK PANELS MUST BE CONSTRUCTED 5' MINIMUM OR TO THE NEXT EXISTING JOINT

AND MEDIANS.
SEE GENERAL NOTES ON SHEET DE-01 FOR ADDITIONAL CONSTRUCTION NOTES FOR CURB RAMPS, SIDEWALKS,

APPROVED SEDIMENT CONTROL DEVICE.
NO DISTURBED AREA SHALL BE LEFT UNSTABILIZED OVERNIGHT UNLESS THE RUNOFF IS DIRECTED TO AN MDE

STABILIZATION MATTING IN PERVIOUS AREAS OR GRADED AGGREGATE BASE COURSE IN IMPERVIOUS AREAS.
ALL DISTURBED AREAS SHALL BE TEMPORARILY STABILIZED AT THE END OF EACH WORK DAY WITH TYPE 'E' SOIL
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AREA UNDER

R=5'

R=3' R=7'
SIDEWALK
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4
0
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7
0
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SEE DETAIL SD-01
SD-01
SEE DETAIL

SIDEWALK
EX.
TIE INTO

STATION

STA. 24+94, 24' RT TO STA. 25+16, 24' RT 

STA. 26+60, 23' RT TO STA. 26+78, 23' RT 

STATION

STA. 24+50, 24' RT TO STA. 24+72, 24' RT 

STA. 24+90, 32' RT TO STA. 25+00, 23' RT 

STA. 25+08, 23' RT TO STA. 25+69, 23' RT 

STA. 26+03, 22' RT TO STA. 26+37, 22' RT 

STA. 26+58, 22' RT TO STA. 26+66, 22' RT 

STA. 26+74, 22' RT TO STA. 26+82, 31' RT 

STATION

STATION

STA. 26+93, RT TO STA. 28+06, RT 

STATION

STA. 24+91, RT TO STA. 24+93, RT 

L.F.

23

21

L.F.

48

16

60

34

8

15

S.F.

28

13

15

23

S.F.

C.Y.

1

REMARKS

REMARKS

REMARKS

REMARKS

REMARKS

SD-01
SEE DETAIL

TYPE 'A' CURB
TYPE 'A' CURB

655.02
MD STD. 655.02

MD STD.

SIDEWALK
TIE INTO EX.SIDEWALK

REMOVE EX.

R=9'

630.02
MD STD. 630.02

MD STD.

THE CHESAPEAKE BAY CRITICAL AREA 

THIS SHEET IS LOCATED ENTIRELY WITHIN 

SIDEWALK
TIE INTO EX.

WAIVER LOCATION

SEE DETAIL SD-01

2% MAX. CROSS SLOPE
RESET EX. INLET TO

SIDEWALK
TIE INTO EX.

STATION

STA. 24+50, RT TO STA. 24+67, RT 

STA. 24+91, RT TO STA. 25+24, RT 

STA. 25+27, RT TO STA. 25+40, RT 

STA. 25+51, RT TO STA. 26+39, RT 

STA. 26+44, RT TO STA. 26+82, RT 

STA. 26+92, RT TO STA. 27+11, RT 

STA. 27+15, RT TO STA. 27+87, RT 

S.Y.

9

9

4

21

10

5

18

REMARKS

STA. 27+91, RT TO STA. 28+06, RT 5

STATION

STA. 24+50, RT TO STA. 24+67, RT 

STA. 24+91, RT TO STA. 25+24, RT 

STA. 25+27, RT TO STA. 25+40, RT 

STA. 25+51, RT TO STA. 26+39, RT 

STA. 26+44, RT TO STA. 26+82, RT 

STA. 26+92, RT TO STA. 27+11, RT 

STA. 27+15, RT TO STA. 27+87, RT 

S.Y.

9

9

4

21

10

5

18

REMARKS

PLACING FURNISHED TOPSOIL 4 INCH DEPTH

STA. 27+91, RT TO STA. 28+06, RT 5

TURFGRASS SOD ESTABLISHMENT

STATION S.Y.

19

14

REMARKS

PAVEMENT FOR DRIVEWAY MIX 9

8 INCH PORTLAND CEMENT CONCRETE

STA. 25+30, RT TO STA. 25+64, RT 

STA. 26+08, RT TO STA. 26+32, RT 

TYPE A CURB ANY HEIGHT OR DEPTH 

ANY HEIGHT OR DEPTH 

TYPE A COMBINATION CURB AND GUTTER 

BRICK SIDEWALK 

580

CLASS 2 EXCAVATION 

FOR CURB RAMPS

DETECTABLE WARNIGN SURFACE 

STA. 24+70, 27' RT

STA. 24+92, 27' RT 

STA. 26+80, 26' RT 

STA. 26+98, 24' RT

GRAY OR TAN

GRAY OR TAN

GRAY OR TAN

GRAY OR TAN

STATION S.F. REMARKS

5 INCH CONCRETE SIDEWALK 

STA. 24+96, RT TO STA. 25+00, RT 

STA. 25+08, RT TO STA. 25+14, RT 

STA. 25+24, RT TO STA. 25+27, RT 

STA. 26+61, RT TO STA. 26+66, RT 

STA. 26+74, RT TO STA. 26+77, RT 

7

9

15

7

5

STA. 24+50, RT TO STA. 24+72, RT 

STA. 24+93, RT TO STA. 25+30, RT 

STA. 25+64, RT TO STA. 26+08, RT 

STA. 26+32, RT TO STA. 26+80, RT 

200

216

222

270

REMOVE AND RESET SIGN

3
.8
'

STA. 27+87, RT TO STA. 27+92, RT 20

22STA. 26+92, 30' RT TO STA. 27+10, 22' RT 

GRASS SWALE LOCATION
SOIL BORING LOCATIONS
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LIMIT OF DISTURBANCE

CONCRETE SIDEWALK

SIDEWALK REMOVAL

SIDEWALK RAMP

ENTRANCE
CONCRETE DRIVEWAY

SURFACE
DETECTABLE WARNING

AREA
CHESAPEAKE BAY CRITICAL

ROADWAY LEGEND

PS-14

NAVD 88 Vertical
DATUM:  NAD 83/91 Horizontal

NOTE:

DISTURBED AREAS.

SAME-DAY STABILIZATION SHALL BE PROVIDED FOR ALL

NOTE TO CONTRACTOR:

5.

4.

3.

2.

1.

(SEE NOTE 5)

DRIVEWAY TIE-IN 

DRIVEWAY TIE-INS SHOULD MATCH EXISTING MATERIAL (ASPHALT/GRAVEL/BRICK)

OR AS DIRECTED BY THE ENGINEER. 
ALL TRANSITION SIDEWALK PANELS MUST BE CONSTRUCTED 5' MINIMUM OR TO THE NEXT EXISTING JOINT

AND MEDIANS.
SEE GENERAL NOTES ON SHEET DE-01 FOR ADDITIONAL CONSTRUCTION NOTES FOR CURB RAMPS, SIDEWALKS,

APPROVED SEDIMENT CONTROL DEVICE.
NO DISTURBED AREA SHALL BE LEFT UNSTABILIZED OVERNIGHT UNLESS THE RUNOFF IS DIRECTED TO AN MDE

STABILIZATION MATTING IN PERVIOUS AREAS OR GRADED AGGREGATE BASE COURSE IN IMPERVIOUS AREAS.
ALL DISTURBED AREAS SHALL BE TEMPORARILY STABILIZED AT THE END OF EACH WORK DAY WITH TYPE 'E' SOIL
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AREA UNDER CONSTRUCTION

AREA UNDER CONSTRUCTION

655.12
MD STD.

SIDEWALK
TIE INTO EX.

R=5'

CROSS SLOPE
TO 2% MAX.
EXISTING INLET
RESET TOP OF

SIDEWALK
REMOVE EXISTING

SIDEWALK
REMOVE EXISTING

R=35'

SEE DETAIL SD-02

SIDEWALK
EX.
TIE INTO

R=5'
SD-02
SEE DETAIL

SIDEWALK
EX.TIE INTO 

MD STD. 655.02

630.01
MD STD.

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

RESET HANDBOX

2
'

6
.5
'

655.02
MD STD.

PAVEMENT
REMOVE EX.

MANHOLE
RESET EX.

MANHOLE
RESET EX.

MANHOLE
RESET EX.

TRASHCAN
RESET EX.

SLOPE
2% MAX CROSS
RESET EX. INLET TO

THE CHESAPEAKE BAY CRITICAL AREA 

THIS SHEET IS LOCATED ENTIRELY WITHIN 

TYPE A CURB

STATION S.Y

59

15

REMARKS

PAVEMENT FOR DRIVEWAY MIX 9

8 INCH PORTLAND CEMENT CONCRETE

2FT TIE IN

30+75, LT TO 31+83, LT

32+85, LT TO 33+50, LT

            CLASS 2 EXCAVATION
STATION C.Y.

4

2

1

REMARKS

30+20, LT TO 30+62, LT

30+75, LT TO 30+90, LT 2

31+69, LT TO 31+84, LT

32+35, LT TO 32+45, LT

STATION L.F.

18

REMARKS

52

GRANITE CURB

94

30+58, 20' LT TO 32+45, 10' LT 186

30+78, 24' RT TO 31+05, 30' RT

31+26, 33' RT TO 31+38, 24' RT

31+46, 24' RT TO 32+54, 19' RT 110

32+57, 19' RT TO 33+50, 16' RT

STATION L.F. REMARKS

91

32+45, 9' LT TO 32+50, 10' LT

32+58, 11' LT TO 33+50, 13' LT

ADJUST OR REPLACE GRANITE CURB

5

STATION S.F.

52

REMARKS

65

227

1110

BRICK SIDEWALK

30+78, RT TO 31+04, RT

30+62, LT TO 30+76, LT

31+27, RT TO 31+38, RT

31+46, RT TO 33+50, RT

31+83, LT TO 33+50, LT 910

STATION S.F.

24

14

REMARKS

USING BRICK PAVERS

DETECTABLE WARNING SURFACE

31+00, 27' RT

31+29, 27' RT

STATION S.Y.

8

REMARKS

8

30+20, LT TO 30+90, LT

30+78, RT TO 30+95, RT

31+26, RT TO 31+59, RT

31+63, RT TO 31+78, RT

31+67, LT TO 32+86, LT

13

531+82, RT TO 31+98, RT

32+02, RT TO 32+57, RT

32+60, RT TO 33+13, RT

33+17, RT TO 33+50, RT

PLACING FURNISHED TOPSOIL 4 INCH DEPTH

30

4

33

13

8

STATION S.F. REMARKS

31+98, 27' RT TO 32+02, 31' RT 19

5 INCH CONCRETE SIDEWALK

STATION L.F. REMARKS

ANY HEIGHT OR DEPTH

TYPE A COMBINATION CURB AND GUTTER
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CONCRETE SIDEWALK

SIDEWALK REMOVAL

SIDEWALK RAMP

ENTRANCE
CONCRETE DRIVEWAY

SURFACE
DETECTABLE WARNING

AREA
CHESAPEAKE BAY CRITICAL

ROADWAY LEGEND

PS-14

NAVD 88 Vertical
DATUM:  NAD 83/91 Horizontal

NOTE:

DISTURBED AREAS.

SAME-DAY STABILIZATION SHALL BE PROVIDED FOR ALL

NOTE TO CONTRACTOR:

5.

4.

3.

2.

1.

(SEE NOTE 5)

DRIVEWAY TIE-IN 

DRIVEWAY TIE-INS SHOULD MATCH EXISTING MATERIAL (ASPHALT/GRAVEL/BRICK)

OR AS DIRECTED BY THE ENGINEER. 
ALL TRANSITION SIDEWALK PANELS MUST BE CONSTRUCTED 5' MINIMUM OR TO THE NEXT EXISTING JOINT
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SIDEWALK
TIE INTO EX.

R=5'

R=10'

SIDEWALK
TIE INTO EX.

SLOPE
2% MAX. CROSS
LANDING AT
TIE INTO EX.

655.12
MD STD.

SIDEWALK
TIE INTO EX.

TO REMAIN
EX. FIRE HYDRANT

SIDEWALK
TIE INTO EX.

R=5'

630.01
MD STD.

R=10'

2% MAX. CROSS SLOPE
RESET EX. INLET TO

CURB
TYPE 'A' SD-02

SEE DETAIL

SEE DETAIL SD-02

SEE DETAIL SD-02 AA

PAVEMENT MARKING LEGEND

A

A

A

MD STD. 655.02

4
'

2
'

TYPE 'A' CURB

CURB
TYPE 'A'

LOCATION
WAIVER 

SD-03
SEE DETAIL 

MARCORITAVILLE

SD-02
SEE DETAIL

LOCATION 4'1"
WAIVER

EX. FENCE
ADJUST 

MD STD. 630.01

SIDEWALK
TIE INTO EX.

WAIVER LOCATION

3
'

4
'

5
'

MD STD. 655.02

3'

TO REMAIN
EX. BOLLARD

4
'

WAIVER LOCATION

RESET EX. MANHOLEWAIVER LOCATION

LOCATION
WAIVER

SD-02
SEE DETAIL

2
'

6
.5
'

FENCE
ADJUST EX.

MANHOLE
RESET EX.

5
'

TAPER
BEGIN 6"

MD STD. 630.01

MANHOLE
RESET EX.

RESET EX. W.M.

TAPER
END 6"

EX. SIGN
REMOVE AND RELOCATE

SIDEWALK.
EXTEND MORE THAN 4" INTO 
V=50". GUY WIRE WRAP CANNOT
SEE PHOTO. EX. CLEARANCE H=30"
WAIVER LOCATION 

S
T
R
E
E
T

M
IL

L

OF EX. STEP
TIE INTO BOTTOM

STEP
OF EX. 
BOTTOM 
TIE INTO 

3
'3
"

THE CHESAPEAKE BAY CRITICAL AREA 

THIS SHEET IS LOCATED ENTIRELY WITHIN 

SIDEWALK
TIE INTO EX.

630.01
MD STD.

WAIVER LOCATION
SD-02
SEE DETAIL

SD-03
SEE DETAIL

SD-03
SEE DETAIL

24 INCH WHITE THERMOPLASTIC PAVEMENT MARKING (SOLID)

CHECKED

STATION S.Y.

61

61

REMARKS

OVER 1 INCH TO 2.5 INCH DEPTH

STANDARD MILLING ASPHALT PAVEMENT 

STA. 34+67 TO STA. 34+86

STA. 36+73 TO STA. 36+95

STATION S.Y. REMARKS

STA. 34+67 TO STA. 34+86

STA. 36+73 TO STA. 36+95

SURFACE PG 64E-22, LEVEL 2

SUPERPAVE ASPHALT MIX 9.5MM FOR

7.2

7.2

4
.6
'

LOCATION 2.4'
WAIVER

WAIVER LOCATION

4
'

EX. BOLLARD
MOVE AND RESET

4
.5
'

STATION L.F

95

11

REMARKS

GRANITE CURB

337

33+50, 16' RT TO 34+39, 22' RT

34+59, 34' RT TO 34+62, 24' RT

34+64, 20' RT TO 38+00, 12' RT

STATION S.Y.

5

5

REMARKS

6

8

17

5

2FT TIE-IN

2FT TIE-IN

2FT TIE-IN

PAVEMENT FOR DRIVEWAY MIX 9

8 INCH PORTLAND CEMENT CONCRETE

33+50, LT TO 33+71, LT

33+98, LT TO 34+17, LT

35+20, RT TO 35+38, RT

35+69, RT TO 35+88, RT

37+41, RT TO 37+81, RT

37+48, LT TO 37+70, LT

STATION L.F

12

REMARKS

4

34+36, 22' RT TO 34+39, 23' RT

34+63, 25' RT TO 34+68, 21' RT

36+70, 19' LT TO 36+74, 19' LT

37+80, 19' RT TO 37+82, 31' RT

TYPE A CURB ANY HEIGHT OR DEPTH

SEE DE-01

SEE DE-01

SEE DE-01

SEE DE-01

3

12

STATION L.F

142

REMARKS

33+50, 13' LT TO 34+91, 15' LT

36+70, 19' LT TO 37+81, 15' LT

**

**MATCH EXISTING CURB HEIGHT AT TIE IN POINT

STATION S.F.

728

REMARKS

405

BRICK SIDEWALK

430

1876

775

33+50, LT TO 34+91, LT

33+50, RT TO 34+39, RT

34+59, RT TO 38+00, RT

35+83, LT TO 36+35, LT

36+70, LT TO 38+00, LT

STATION S.F.
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20

11

10

FOR CURB RAMPS

DETECTABLE WARNING SURFACE
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GRAY OR TAN

GRAY OR TAN

GRAY OR TAN

GRAY OR TAN

34+37, 19' RT

34+72, 16' RT

34+76, 16' LT
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36+74, 17' LT

36+82, 14' LT

36+84, 16' RT

STATION S.Y.

1

6

REMARKS

6

3

12

6

8

PLACING FURNISHED TOPSOIL 4 INCH DEPTH

33+50, RT TO 33+55, RT

33+59, RT TO 33+86, RT

33+74, LT TO 33+98, LT

34+16, LT TO 34+31, LT

34+38, LT TO 34+91, LT

35+43, RT TO 35+69, RT

37+05, RT TO 37+43, RT

ADJUST OR REPLACE GRANITE CURB

36+11, 15' LT TO 36+36, 33' LT 35
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BRICK SIDEWALK

ROADWAY PLAN SHEET

1"=20'

0 20 4010

SCALE: 1" = 20'

LIMIT OF DISTURBANCE

CONCRETE SIDEWALK

SIDEWALK REMOVAL

SIDEWALK RAMP

ENTRANCE
CONCRETE DRIVEWAY

SURFACE
DETECTABLE WARNING

AREA
CHESAPEAKE BAY CRITICAL

ROADWAY LEGEND

PS-14

NAVD 88 Vertical
DATUM:  NAD 83/91 Horizontal

NOTE:

DISTURBED AREAS.

SAME-DAY STABILIZATION SHALL BE PROVIDED FOR ALL

NOTE TO CONTRACTOR:

5.

4.

3.

2.

1.

(SEE NOTE 5)

DRIVEWAY TIE-IN 

DRIVEWAY TIE-INS SHOULD MATCH EXISTING MATERIAL (ASPHALT/GRAVEL/BRICK)

OR AS DIRECTED BY THE ENGINEER. 
ALL TRANSITION SIDEWALK PANELS MUST BE CONSTRUCTED 5' MINIMUM OR TO THE NEXT EXISTING JOINT

AND MEDIANS.
SEE GENERAL NOTES ON SHEET DE-01 FOR ADDITIONAL CONSTRUCTION NOTES FOR CURB RAMPS, SIDEWALKS,

APPROVED SEDIMENT CONTROL DEVICE.
NO DISTURBED AREA SHALL BE LEFT UNSTABILIZED OVERNIGHT UNLESS THE RUNOFF IS DIRECTED TO AN MDE

STABILIZATION MATTING IN PERVIOUS AREAS OR GRADED AGGREGATE BASE COURSE IN IMPERVIOUS AREAS.
ALL DISTURBED AREAS SHALL BE TEMPORARILY STABILIZED AT THE END OF EACH WORK DAY WITH TYPE 'E' SOIL
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100-YEAR FLOOD PLAIN
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PS-06 17
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REAL ESTATE

LACAZE-MEREDITH

#201 #203 #205

JEWELERS

DBS

SALOON

COUNTY

TALBOT

#101

COMPANY

GUIFORD &

MD 33 (N. TALBOT STREET)

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

655.12
MD STD.

655.11
MD STD.

R=5'

R=15'

R=10'

655.11
MD STD.

TO REMAIN
EX. HYDRANT

R=5'

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

630.01
MD STD.

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

655.11
MD STD.

R=5'

R=5'

R=5'

R=3'

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

R=10'
R=10'

SEE DETAIL SD-04

2% MAX. CROSS SLOPE
RESET EXISTING INLET TO

TIE INTO EX. SIDEWALK

TIE INTO EX. SIDEWALK

2% MAX. CROSS SLOPE
RESET EXISTING INLET TO

TIE INTO EX. SIDEWALK

SEE DETAIL SD-04

SIDEWALK
EX.
TIE INTO

MD STD. 655.11

PAVEMENT MARKING LEGEND

A

A
A

A

A

655.11
MD STD.

SD-03
SEE DETAIL

2'

2
'

SIDEWALK
TIE INTO EX.

SIDEWALK
TIE INTO EX.

WAIVER LOCATION 3'

TYPE 'A' CURB

CURB
TYPE 'A'

ENGINEER
AS DIRECTED BY FIELD
TIE INTO EX. COLUMNS
EX. COLUMNS (5) TO REMAIN.

TYPE 'A' CURB

SEE DETAIL DE-01

TRASH CANS
RELOCATE EX. SD-03

SEE DETAIL

CURB HEIGHT=6"

THE CHESAPEAKE BAY CRITICAL AREA 

THIS SHEET IS LOCATED ENTIRELY WITHIN 

2% MAX. CROSS SLOPE
RESET EXISTING INLET TO

SEE DETAIL SD-04

SEE DETAIL SD-04

SD-03
SEE DETAIL

SD-03
SEE DETAIL

JOINT
SIDEWALK
TIE INTO EX.

24 INCH WHITE THERMOPLASTIC PAVEMENT MARKING (SOLID)

STATION S.Y.

68

REMARKS

OVER 1 INCH TO 2.5 INCH DEPTH

STANDARD MILLING ASPHALT PAVEMENT 

STA. 38+18 TO STA. 38+39 

STA. 41+69 TO STA. 41+88 

64

STATION TON

8

REMARKS

STA. 38+18 TO STA. 38+39 

STA. 41+69 TO STA. 41+88 

SURFACE PG 64E-22, LEVEL 2

SUPERPAVE ASPHALT MIX 9.5MM FOR 

7.5

RELOCATE EXISTING SIGN

STATION L.F.

53

REMARKS

GRANITE CURB

38+58, 60' RT TO 38+72, 12' RT

STATION L.F.

64

53

47

REMARKS

38+00, 13' RT TO 38+34, 43' RT

ADJUST OR REPLACE GRANITE CURB

27

24

32

40+52, 21' LT TO 40+70, 33' LT

6

20

33

41+40, 20' LT TO 41+45, 20' LT

27

**

**

**

**

**

** MATCH EXISTING CURB HEIGHT AT TIE IN POINT

38+17, 17' LT TO 38+50, 39' LT

39+90, 12' LT TO 40+36, 12' LT

40+86, 29' LT TO 41+04, 20' LT

41+38, 11' RT TO 41+59, 27' RT

41+51, 20' LT TO 41+58, 35' LT

41+68, 27' RT TO 41+92, 13' RT

41+73, 32' LT TO 41+93, 23' LT

25 **38+70, 40' LT TO 38+88, 16' LT
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OFDRAWING NO.

BRICK SIDEWALK

ROADWAY PLAN SHEET

1"=20'

0 20 4010

SCALE: 1" = 20'

LIMIT OF DISTURBANCE

CONCRETE SIDEWALK

SIDEWALK REMOVAL

SIDEWALK RAMP

ENTRANCE
CONCRETE DRIVEWAY

SURFACE
DETECTABLE WARNING

AREA
CHESAPEAKE BAY CRITICAL

ROADWAY LEGEND

PS-14

NAVD 88 Vertical
DATUM:  NAD 83/91 Horizontal

NOTE:

DISTURBED AREAS.

SAME-DAY STABILIZATION SHALL BE PROVIDED FOR ALL

NOTE TO CONTRACTOR:

5.

4.

3.

2.

1.

(SEE NOTE 5)

DRIVEWAY TIE-IN 

DRIVEWAY TIE-INS SHOULD MATCH EXISTING MATERIAL (ASPHALT/GRAVEL/BRICK)

OR AS DIRECTED BY THE ENGINEER. 
ALL TRANSITION SIDEWALK PANELS MUST BE CONSTRUCTED 5' MINIMUM OR TO THE NEXT EXISTING JOINT

AND MEDIANS.
SEE GENERAL NOTES ON SHEET DE-01 FOR ADDITIONAL CONSTRUCTION NOTES FOR CURB RAMPS, SIDEWALKS,

APPROVED SEDIMENT CONTROL DEVICE.
NO DISTURBED AREA SHALL BE LEFT UNSTABILIZED OVERNIGHT UNLESS THE RUNOFF IS DIRECTED TO AN MDE

STABILIZATION MATTING IN PERVIOUS AREAS OR GRADED AGGREGATE BASE COURSE IN IMPERVIOUS AREAS.
ALL DISTURBED AREAS SHALL BE TEMPORARILY STABILIZED AT THE END OF EACH WORK DAY WITH TYPE 'E' SOIL
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AA

PAVEMENT MARKING LEGEND

A

            BRICK SIDEWALK
STATION

STA. 43+36, RT TO STA. 44+60, RT 

STA. 43+64, LT TO STA. 44+32, LT 

STA. 44+67, LT TO STA. 44+80, LT 

STA. 46+32, LT TO STA. 47+00, LT 

           DETECTABLE WARNING SURFACE

          FOR CURB RAMPS
STATION

S.F.

590

125

465

S.F.

10

10

19

15

15

13

REMARKS

REMARKS

SD-04
SEE DETAIL

DETAIL B
SEE DE-02

SD-04
SEE DETAIL

2
'

RESET DRAIN

WALL
EXISTING BRICK 
DO NOT DISTURB 

WALL
EXISTING BRICK 
DO NOT DISTURB 

THE CHESAPEAKE BAY CRITICAL AREA 

THIS SHEET IS LOCATED ENTIRELY WITHIN 

MANHOLE
RESET EX.

W.M.
RESET EX.

SD-04
SEE DETAIL

24 INCH WHITE THERMOPLASTIC PAVEMENT MARKING (SOLID)

CHECKED
1529

STA. 43+80, 19' RT

STA. 43+80, 20' LT

STA. 44+23, 20' LT

STA. 44+64, 19' LT

STA. 45+91, 28' RT

STA. 46+08, 26' RT

STATION L.F.

52

REMARKS

ADJUST OR REPLACE GRANITE CURB 

82

23

66

STA. 43+36, 16' RT TO STA. 43+88, 16' RT 

STA. 43+64, 20' LT TO STA. 44+32, 37' LT 

STA. 44+64, 24' LT TO STA. 44+78, 13' LT 

STA. 46+32, 14' LT TO STA. 47+00, 14' LT 

STATION S.Y.

1

REMARKS

3

PLACING FURNISHED TOPSOIL 4 INCH DEPTH

STA. 44+68, LT TO STA. 44+80, LT 

STA. 46+32, LT TO STA. 46+45, LT 

STATION S.Y.

1

REMARKS

3

STA. 44+68, LT TO STA. 44+80, LT 

STA. 46+32, LT TO STA. 46+45, LT 

TURFGRASS SOD ESTABLISHMENT 

           DETECTABLE WARNING SURFACE

          FOR CURB RAMPS
STATION S.F.

10

10

19

15

15

13

REMARKS

STA. 43+80, 19' RT

STA. 43+80, 20' LT

STA. 44+23, 20' LT

STA. 44+64, 19' LT

STA. 45+91, 28' RT

STA. 46+08, 26' RT

STATION S.Y.

81

REMARKS

STATION TON REMARKS

OVER 1 INCH TO 2.5 INCH DEPTH

STANDARD MILLING ASPHALT PAVEMENT

SURFACE PG 64E-22, LEVEL 2 

SUPERPAVE ASPHALT MIX 9.5MM FOR 

STA. 43+73 TO STA. 43+93

STA. 43+73 TO STA. 43+93 9.5
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